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7520.HF.SPN11.B1-B4

7520.HF.SPN11

7520.HF.SPN11.S

7520.HF.SPN11.T

7520.HF.SPN11.E

7520.HF.SPN11.D1

SPN11 – IONIZING NOZZLE

sample application
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•    Quickly neutralizes static charges in machines
• High frequency, AC ionisation (HF-AC)
• Compact Piezoceramic high voltage transformer
• Power supply 24V DC / 100-240V AC with wall mounting transformer  
• Emitter points: tungsten
• Easy maintenance
• Compact size
• Self balancing ± 15V
•  Ozone generation < 0,001 ppm, measured 15 cm in front of the unit 
• Red LED high voltage failure alarm
• Different stainless steel available
• Alarm output

Size: 2,9 cm x 6,8 cm x 7,7 cm (W x H x D)

Includes: SPN-11, power supply 230V AC / 24V DC 

Part Nr. 

7520.HF.SPN11 Ionizing Nozzle SPN11

7520.HF.SPN11.S Ionizing Nozzle SPN11 with proximity sensor

Optional Length Air holes Pitch

7520.HF.SPN11.B1 Nozzle/Tube
Material: stainless steel,  Cleanroom compatible

267,5 mm 42 10 mm

7520.HF.SPN11.B2 Nozzle/Tube
Material: stainless steel,  Cleanroom compatible

217,5 mm 16 10 mm

7520.HF.SPN11.B3 Nozzle/Tube
Material: stainless steel,  Cleanroom compatible

217,5 mm 31   5 mm

7520.HF.SPN11.B4 Nozzle/Tube
Material: stainless steel,  Cleanroom compatible

367,5 mm 31 10 mm

7520.HF.SPN11.E ELBOW Coupling
90˚ angle, Material: stainless steel,  Cleanroom compatible

58 mm

7520.HF.SPN11.T Tube air nozzle (4mm), for 6 mm hose

7520.HF.SPN11.D1 90˚ nozzle

(with proximity sensor)




