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STORAGE BINS – CONDUCTIVE

•  Permanent, carbon loaded, conductive Polypropylene

Part Nr. Outer Dim.   (D x W x H) Inner Dim.     (D x W x H) Stacked pcs per box rail suspension

 5320.FA3Z  350 x 200 x 145 mm 280 x 182 x 127 mm 127 mm 12 X

 5320.FA4  235 x 145 x 125 mm 180 x 127 x 108 mm 108  mm 25 X

 5320.FA5  175 x 100 x   75 mm 129 x  87  x   67 mm   67 mm 42 X

 5320.2  500 x 300 x 200 mm 425 x 280 x 183 mm 183 mm   6 –

 5320.3  350 x 200 x 200 mm 280 x 182 x 185 mm 185 mm   8 –

 5320.3Z  350 x 200 x 145 mm 280 x 182 x 127 mm 127 mm 12 –

 5320.4  235 x 145 x 125 mm 180 x 127 x 108 mm 108 mm 27 X

 5320.5  175 x 100 x  75 mm 129 x  87 x  67 mm   67 mm 40 X

 5320.6   95 x 100 x  50 mm  60 x  87 x  44 mm   44 mm 50 X

 5320.6D   95 x 100 x   50 mm   60 x  (2 x 43) x  44 mm   44 mm 50 X

(5320.2 and 5320.3 include a handle).

application example

•  with separator

Back with recessed grip, models with X
with additional rail suspension

Easy extraction due to rounded corners
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