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• Permanent, carbon loaded, conductive Polypropylene
• Half euro pallet size 800 x 600 x 150 mm
• Perforated support surface
• Stackable
• 3 skids
• Dynamic load up to 400 kg
• Static load up to 800 kg
• Weight: 3,8 kg
•  ESD-Symbol

Part Nr. Outer dimensions

5395.400.S 800 x 600 x 150 mm

TRANSPORT PALLET

H
A

N
D

L
IN

G
 A

N
D

 S
T

O
R

A
G

E

CONDUCTIVE CASE

•  Permanent conductive carbon loaded Polypropylene

Part Nr. Description Inner dimensions (L x W x H)

5100.K42.N black conductive 
case, with foam 
insert

240 x 170 x 42 mm

5100.K53 black conductive 
case

340 x 250 x 53 mm

TOTE BOXES SEPARATORS

•  Permanent, carbon loaded, conductive Polypropylene

Part Nr. Outer dimensions

5401.0253  353 x 253 x 3 mm   with 2 cut edges

5401.0353  553 x 353 x 3 mm  with 2 cut edges

Separator, carbon loaded conductive Polypropylene with 3 mm Polyethylene foam (glued together), with 2 cut edges

5425.0353.0553.PE 553 x 353 x 6 mm

5425.0253.0353.PE 353 x 253 x 6 mm

sample application

Custom sizes available on request.




