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•  Variable stacking of frames
• Frames with 4 corner hinges, foldable
• Material: conductive PS, carbon loaded
• Dimension: 1200 x 800 x 200 mm
• Weight: about 5,2 kg
• With ESD Symbol 

Part Nr. Outer dimensions Inner dimensions

5395.AR 1200 x 800 x 200 mm 1140 x 745 x 200 mm

STACKABLE FRAME FOR PALLETS

• Dimension: 1200 x 800 x 155 mm
• Permanent, carbon loaded, conductive Polypropylene
• Euro pallet size 1200 x 800 x 155 mm
• Static load up to 7.500 kg
• Dynamic load up to 2.500 kg
• Closed top surface with 10 mm frame
• Weight: approx. 15 kg
• ESD-Symbol
• Suitable for the stackable frames 5395.AR
• Shelf load: 500 kg

Part Nr. Outer dimensions

5395.PAL 1200 x 800 x 155 mm

TRANSPORT PALLET
CLOSED TOP SURFACE

• Permanent, carbon loaded, conductive Polypropylene
• Pallet can be reinforced with 3 calvanized metal pipes 
• Euro pallet size 1200 x 800 x 150 mm
•  Static load up to 4.000 kg
• Dynamic load up to 1.000 kg
• ESD-Symbol
• Stackable
• Weight: 11 kg
• With 7 mm frame
• Shelf load  without pipes: 400 kg

with pipes: 800 kg

Part Nr. Outer dimensions Description

5395.800 1200 x 800 x 150 mm Transport pallet

5395.800.MS 3 metal pipes

TRANSPORT PALLET LOAD-BEARING PROPERTIES

Transport pallets have different load-bearing properties:

•  Dynamic load:
During the transport with a fork lift.

•  Static load:
When storing the pallets on a solid ground.

•  Shelf load:
When storing the pallets in a shelf.

dynamic

static

shelf load




