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•  Permanent, carbon loaded, conductive Polystyrene

Part Nr. Dimensions Qty.

5200.180.180.2  180 x 180 x 2 mm for 180 Ø 10 pcs

5200.330.165.2  330 x 165 x 2 mm for 330 Ø 10 pcs

5200.330.330.2  330 x 330 x 2 mm for 330 Ø 10 pcs

•  Permanent, carbon loaded, conductive Polystyrene
•  Stackable when empty
•  With ESD and Recycling Symbol

•  Suitable for:
Utility carts
Shelf storage
 Tote boxes
Revolving shelves

Part Nr. Outer Dimensions (W x H x D)

 5200.01.560.365.178 560 x 365 x 178 mm
Spool diameter: 330 mm
Holds up to 38 spools

 5200.02.362.188.110 362 x 188 x 110 mm
Spool diameter: 180 mm
Holds up to 23 spools

 5200.02.600.200.100 600 x 200 x 100 mm
Spool diameter: 180 mm
Holds up to 42 spools

SPOOL RACK SEPARATORS

SMD SPOOL RACKS

METAL SMD SPOOL RACK

•  Galvanized steel, rugged construction
•  For Spool diameter 180 - 380 mm
•  Holds up to 14 spools
•  Stainless steel partitions, 20 mm distance, variable
•  Linkable, 300 mm width blocks
•  Plastic stands
•  Labelling frame optional

Part Nr. Description Dimensions 
(L x W x H)

5330.14 SMD spool rack 300 x 285 x 175 mm

5330.14.BS labelling frame 300 x   45 x   15 mm




