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5390.200

5390.200.SR

•  Made of galvanized steel
•  For tote boxes transport
•  The upper shelf can be assembled in two positions 

(horizontal or inclined)
•  4 conductive swivel rubber castors, 

Ø 75mm, 2 castors with brake
•  Silent and smooth operation
•  Overall load bearing up to 150 kg for a uniformly 

distributed load
• ESD symbol

Part Nr. Dimension

5390.232.DS 615 x 415 x 505 mm  (L x W x H)

Boxes not included

•  Made of galvanized steel
•  For tote boxes transport 
•  4 conductive swivel rubber castors, 

Ø 75mm, 2 castors with brake
•  Silent and smooth operation
•  Overall load bearing up to 150 kg for a 
   uniformly distributed load
• ESD symbol

Part Nr. Dimension

5390.231   615 x 415 x 135 mm (L x W x H) 

5390.ZS 860 mm  Pull rod (optional)

•  Made of galvanized steel 
•    Includes 4 swivel rubber castors, 2 with brake
•  Conductive castors 100 mm Ø
•  Silent and smooth operation
•  Overall load bearing up to 150 kg for a uniformly distributed load 
• ESD symbol
•  Delivered with the handle non mounted 

Part Nr. Dimension

5390.1198 610 x 410 mm

TRANSPORT ROLLI 
- DOUBLE-DECKER

TRANSPORT ROLLI
FOR TOTE BOXES

UTILITY CART
FOR TOTE BOXES

TRANSPORT ROLLI 
FOR TOTE BOXES

•  Made of galvanized steel 
•    Includes 4 swivel rubber castors
•  Conductive castors 100 mm Ø
•  Silent and smooth operation
•  Overall load bearing up to 150 kg 
   for a uniformly distributed load
• ESD symbol

Part Nr. Dimension Description Castor Colour

5390.200  610 x 410 mm  2 with brake black

5390.800 810 x 610 mm 2 with brake black

5390.200.SR  610 x 410 mm  without brake grey

5390.200.SR.S  610 x 410 mm 2 with brake grey

Accessories

5390.ZS 860 mm  Pull rod (optional)
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